TYPE A
END ANCHORAGE

LIMIT OF MEASUREMENT PER LINEAR FOOT FOR TRAFFIC BARRIER W BEAM TERMINAL PAID FOR

PER EACH
75 MIN. LENGTH @ FLARE RATE OF 12! :1 OR FLATTER 50
(SEE NOTE 4)
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* WHEN EARTHEN COVER OVER PDST@EXCEEDS 12",
OFFSET DISTANCES 5' & 7' MAY BE LESSENED. HEIGHT OF RAIL MUST REMAIN RELATIVE TO DITCH ELEVATION.

SECTION

NOTES

1. ALL POSTS SHALL BE 6’ IN LENGTH.
THE SLOPE FILL MATERIAL SHALL BE COMPACTED FIRMLY TO THE ESTABLISHED X-SLOPE.

THE CONTRACTOR HAS THE OPTION TO CONSTRUCT THE END ANCHORAGE TERMINAL USING ONE OF THE TWO OPTIONS.
OPTION 1 - 6" STEEL POSTS (SEE STD. MD 605.01-02)
OPTION 2 - CONCRETE ANCHOR BLOCK (SEE STD. MD 605.01-03)

4. LOW SPEED INSTALLATIONS REOQUIRE 50 FEET USING A 9:1 RATE.
5. PAID FOR PER LINEAR FOOT OF TRAFFIC BARRIER W BEAM EXCEPT TYPE A END ANCHORAGE TERMINAL.
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